Lava Stone

Traditional Stone

Tropical Textu:
Wood Veneer

"Edging never looked so
natur th this udur'-b

SHOP ONLINE!
& durable concrete solution.

www.RockMolds.com

Prepare layout of landscape edging. Spray

« ) (@) Excavate 3" deep by
with marking paint to achieve smooth, flowing

y 6 wide
marking paint. Lay /4 SRR

(4 Trowel smoath o2 646" szed edgng, (5) Carve up the edging with a pool trowel,
over the rebar. Press llrm jith a pool trowel ™ creating varying heights, and irregular angles.
for a solid landscape edgi

) Press in Rockmolds.com stamps o transier
the natural texture of stone into the cor
Use multiple stamps to avoid repetitior

(8) Apply color. Acid, alcohol, or water base
"5 concrete stains will all work. Chuk out your
local concrete outlet for col

Questions? Call us: I-806-870<3099

" carved concrete.

Landscape Edging

renchalong ) (3) Mix concrete, and place along trench over

the rebar: 5 scoops cement with 18 scoops
aggregate mix in mixer does approx 15

(6) Apply a concrete releasing agent over the
Lightly dust the entire
surface with the stamping powde:

) Applya concrete penetrating seslant Use

") 2 matte finish for a more natural appearanc




